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(1) Are automatically actuated upon
loss of normal power;

(2) Are not readily portable;

(3) Are connected to an automatic
battery charger; and

(4) Have sufficient capacity for a
minimum of 2 hours of continuous op-
eration.

[CGD 85-080, 61 FR 997, Jan. 10, 1996, as
amended at 62 FR 51358, Sept. 30, 1997]

Subpart E—Miscellaneous Systems
and Requirements

§183.520 Lifeboat winches.

Each electric power operated lifeboat
winch must meet, 111.95 in subchapter
J and §160.015 in subchapter Q of this
chapter, or other standard specified by
the Commandant.

§183.530 Hazardous areas.

(a) Electrical equipment in spaces
containing machinery powered by, or
fuel tanks for, gasoline or other fuels
having a flashpoint of 43.3 °C (110 °F) or
lower must be explosion-proof or igni-
tion-protected, or be part of an intrin-
sically safe system.

(b) Electrical equipment in lockers
used to store paint, oil, turpentine, or
other flammable liquids must be explo-
sion-proof or be part of an intrinsically
safe system.

(c) BExplosion-proof equipment and in-
trinsically safe systems must meet the
requirements of §111.105 in subchapter
J of this chapter.

[CGD 85-080, 61 FR 997, Jan. 10, 1996; 61 FR
24465, May 15, 1996]

§183.540 Elevators.

Each elevator on a vessel must meet
the requirements of ANSI A 17.1 (incor-
porated by reference; see 46 CFR
175.600) or other standard specified by
the Commandant.

[USCG-2003-16630, 73 FR 65210, Oct. 31, 2008]

§183.550 General alarm systems.

All vessels with overnight accom-
modations must be equipped with a
general alarm system. The public ad-
dress system required by §184.610 of
this chapter may be used to sound the
general alarm signal.

§184.100

PART 184—VESSEL CONTROL AND
MISCELLANEOUS SYSTEMS AND
EQUIPMENT

Subpart A—General Provisions

Sec.
184.100 General requirement.
184.115 Applicability to existing vessels.

Subpart B—Cooking and Heating

184.200 General.

184.202 Restrictions.

184.210 Heating equipment.
184.220 Cooking equipment.
184.240 Gas systems.

Subpart C—Mooring and Towing
Equipment

184.300 Ground tackle and mooring lines.

Subpart D—Navigation Equipment

184.402 Compasses.

184.404 Radars.

184.410 Electronic position fixing devices.
184.420 Charts and nautical publications.

Subpart E—Radio

184.502 Requirements of the Federal Com-
munications Commission.

184.506 Emergency broadcast placard.

184.5610 Recommended emergency broadcast
instructions.

Subpart F—Control and Internal
Communications Systems

184.602 Internal communications systems.
184.610 Public address systems.
184.620 Propulsion engine control systems.

Subpart G—Miscellaneous

184.702 Pollution prevention equipment and
procedures.

184.704 Marine sanitation devices.

184.710 First-aid kits.

AUTHORITY: 46 U.S.C. 2103, 3306; E.O. 12234,
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation
No. 0170.1.

SOURCE: CGD 85-080, 61 FR 1002, Jan. 10,
1996, unless otherwise noted.

Subpart A—General Provisions

§184.100 General requirement.

(a) Vessel control systems and other
miscellaneous systems and equipment
required by this part must be suitable
for the purposes intended.
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